
Efficiency, Safety, Reliability
HEATING ROOM CONTAINER



OPTIONS:
• Insulated walls

• HVAC

• Fire protection

• ATEX execution

• Service temperature up to 400 ºC (750 ºF)

• Custom engineered solutions

• Special painting

Pirobloc supplies mobile boiler rooms including all necessary components for its 
operation. Fuel and electricity are only required for use.

The container is supplied with its ventilation, air conditioning, thermal insulation and 
lighting. A natural gas detection system is also provided. The expansion tank can be 
assembled both outdoors and inside the container depending on the available 
space.

• Available sizes:
10’, 20’, 40’ 45’ feet.

• Energy source: natural gas, LPG,
syngas, light oil, heavy fuel oil,
electricity, others…

• Power between 100
and 2500 kW

• CE or ASME mark

• Process temperature up to 350 ºC
(650 ºF)

• High efficiency

• Easy erection

Heating Room Container

20 feet container with a thermal oil heater 1000 kW



APPLICATIONS:

• Port terminals

• Storage Tank

• Asphalt

• Reactors

• Oil & gas

• Flexography and rotogravure printing

• Oils and fats

• Resins

• Drying processes

• Presses

• Fryers

• Industrial laundry

• Adhesives

• Heated roll

• Others

40 ft container with 2 x 1000 kW heaters.

Heating Room Container
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